Parallel ISAR Imaging of multiple targets with Airborne AESA Radar

Bibhuti Bhusan Mohapatra, Vinod Kumar Jaysaval, Suchith Rajagopal, Abid Hussain VA
Electronics & Radar Development Establishment,
C V Raman Nagar, Bangalore-560093
bibhuti.m@gmail.com, vinodkjaiswal@gmail.com

Abstract
The Active Electronically Scanned Array (AESA) Radar can switch beams almost instantaneously from one azimuth position to another azimuth position without scanning through the in-between region. In this paper two multiplexing schemes are proposed for parallel imaging of multiple targets taking advantage of the beam agility of AESA Radar.

Keywords: ISAR, AESA, Radar, imaging, multiple, targets, parallel

1 INTRODUCTION
In recent years, the functionalities of Radar have grown in many ways like from the job of simple detection of targets to imaging the target for classification. There are also different levels of classification approaches like getting a 1-D range profile or a 2-D image of the target. Both are examples of high resolution techniques. The former method is called Range signature (RS) mode and the latter called Inverse Synthetic Aperture Radar (ISAR) mode[1][2].

The RS mode can be used for getting quick assessment of a detected target. The feature of interest may be the length of the target or position of high reflectivity points within the target. The ISAR mode is invoked when we want to examine the target in more detail like looking at the 2-D profile of the target superstructure. The principle of ISAR is based on getting the slant range details of a target by enhancing the range resolution and extracting the cross-range details from its rotational motion within the radar beam. The imaging scenario is shown in Fig-1 for radar mounted on the aircraft and imaging a ship target.

Inverse Synthetic Aperture Radar (ISAR) is the most popular imaging technique used in airborne Radar for classification of sea surface targets such as ships. The principle of ISAR is based on getting the slant range details of a target by improving the range resolution and extracting the cross-range details from its rotational motion within the radar beam. In other words, ISAR imaging basically consist of improving the resolution in range and azimuth across a target for target-classification. Slant Range resolution is improved by increasing the transmission bandwidth of the Radar. Various wideband techniques such as Stepped frequency approach, LFM Matched-Filtering approach or the Stretch processing approach are used for this[2]. For a given frequency of operation, the cross-range resolution is higher when the aspect angle change of the target during the Coherent Processing Interval (CPI) is greater [1][2]. But this has to be limited for getting a focused image since the non-linearity in rotation of target increases for large time intervals.

For ISAR imaging, the Radar has to transmit a number of pulses towards the target, collect the data for that particular target and do high resolution coherent processing to get the image. If the Radar used for imaging is Mechanically Scanned Array (MSA) Radar, then it has to look at a single target till it transmits all the pulses required and receives all the echoes from the target. So if there is a need for imaging multiple targets at different ranges and angles quickly, the MSA Radar will be unable to do so.

The Active Electronically Scanned Array (AESA) Radar[3] can switch beams almost instantaneously from one azimuth position to another azimuth position without scanning through the in-between region. In this paper two multiplexing schemes are proposed for parallel imaging of multiple targets taking advantage of the beam agility of AESA Radar.
II ISAR PROCESSING

The signal processing blocks shown in Figure-2 constitute a typical processing chain for ISAR imaging. The first task in the processing chain is Translational Motion Compensation. It is necessary to compensate for the relative radial displacement between the Radar and the target. If not compensated, these factor lead to distortion and blurring of the image[4][5][6]. The Range compression is basically digital pulse compression by matched filtering or some other wideband technique like stretch processing. The azimuth compression block is basically a Fast Fourier Transform (FFT) operation with pre-weighing of the data. Before Azimuth Compression, the cross-range phase errors resulting from residual motion errors as well as non-uniform rotation rate of the target have to be removed through an autofocus algorithm. These are the most computationally intensive algorithms. The most widely used ones are Phase Gradient Autofocus[7] and the Mapdrift Autofocus[8]. Then there is the task of image detection and enhancement before the display of final image on the Radar screen. These algorithms have already been implemented and tested on an air-borne platform and found to give satisfactory results for maritime targets imaging.

The required dwell time for ISAR imaging of a particular target depends on the angular or rotational motion of the target at that instant and the cross-range resolution required. The dwell time T is given as[1]

\[ T = \frac{\lambda}{2\omega \Delta r_c} \]

Where \( \lambda \) is the radar signal wavelength, \( \omega \) is the effective rotation rate of the target, \( \Delta r_c \) is the cross-range resolution. To get better resolution in the cross-range we have to process data for significantly large intervals. Typically for an X-band Radar with 1m resolution, this comes out to be around 2-4 sec. So we have to look at the target constantly for 4 seconds to get image of the target. But we process only the return from the target which may be for duration of less than a microsecond in a pulse repetition interval of 1 millisecond. So instead of waiting for the target return in each pulse we can transmit and receive multiple pulses towards multiple targets as far as the echos don’t overlap. The beam agility of AESA Radar can be utilized for this purpose to switch the Radar beam from one azimuth location to other in microseconds. The following section explains two schemes for imaging multiple naval targets simultaneously with an AESA Radar.

III MULTIPLE ISAR IMAGING WITH AESA RADAR

One simple scheme for multiplexing the data collection process for multiple targets at different azimuth angles is shown in the Figure-3.

First the effective PRF required for a single target is found as follows. If the range resolution required is \( \Delta R \), then the differential frequency change for two adjacent scatterers will be

\[ \Delta f = \frac{2 \times \omega \times \Delta R}{\lambda} \]

Dwell time required, \( T = 1.2 / \Delta f \), assuming a windowing factor of 1.2.

The Doppler Bandwidth obtained for a target with height \( h \) and angular velocity \( \omega \) is given by

\[ \Delta f_d = \frac{2 \times \omega \times h}{\lambda} \]

The PRF required for unambiguous sampling of this target should be greater than \( \Delta f_d \).

Assuming an X-band Radar with \( \lambda=0.03 \)m, \( \Delta R = 1 \)m and minimum expected \( \omega \) of 0.5 deg/s, \( \Delta f = 0.58 \) Hz.
This is the frequency resolution required for the particular scenario.

Dwell time required, \( T = 1.2/\Delta f \approx 2 \text{ sec.} \)

Doppler Bandwidth assuming max height of target \( h = 40 \text{m} \) and taking max \( \omega = 6 \text{ deg/s} \)

\[ \Delta f d = 270 \text{ Hz} \]

So PRF can be chosen to be 300 Hz.

Number of pulses per target = \( T \times \text{PRF} = 600 \)

If there are 3 targets, the overall PRF = 3*300 = 900 Hz. But the pulses will be transmitted sequentially towards each target by switching the beam from one azimuth position to another azimuth position in a cyclic manner. So the pulse number 1,4,7...goes to target 1 data memory, 2,5,8...goes to target 2 data memory and 3,6,9 goes to target 3 data memory. And all the target data can be processed by different processors to produce 3 images simultaneously.

One limitation of the above scheme is that the max unambiguous range will correspond to 900 Hz and not 300 Hz. This may not be suitable in some scenarios requiring long range imaging of targets. But this limitation can be overcome by a little modification of the data collection process.

The ISAR imaging is performed for targets which are already being tracked. So the target parameters like range, angle and radial speed are already known for these targets with certain accuracy. If the targets are having ranges that are far apart, then it is possible to delink the transmission and reception of target data. First pulse is transmitted towards the target with highest range and without waiting for its return next pulse can be transmitted for the nearer target. The duration of the target return is typically in micro seconds, so there is less chance of an overlap between two target range gates. So here we are able to use a higher PRF than that needed for the farthest target. Figure-4 shows the scheme for 3 targets.

**IV CONCLUSION**

In this paper we have proposed two methods for multiplexing the data collection interval of multiple targets using the beam agility feature of an AESA Radar. This will greatly help in scenarios where the operator wants to classify multiple target detections quickly.

**ACKNOWLEDGEMENT**

The author would like to thank the Divisional Officer of F-Radar for his support and valuable inputs and the Director of LRDE for giving permission to publish this paper.

**REFERENCES**


**BIO DATA OF AUTHOR(S)**

**B. B. Mohapatra:**

Presently working as a Scientist in LRDE, DRDO, Bangalore. He received his B.E. degree in Electronics and Telecom.
Engineering in 2002 from University College of Engineering, Burla (Orissa) and M.Tech. degree in Signal Processing in 2011 from Indian Institute of Technology (IIT), Kanpur. His current areas of interests mainly focus on the field of radar signal and image processing.

Vinod Kumar Jaysval:

Presently working as a Scientist in LRDE, DRDO, Bangalore. He received his B.Tech degree in Electronics Engineering in 2000 from Bundelkhand University, Jhansi, U.P. and M.E. degree in signal processing in 2010 from Indian Institute of Science, Bangalore. His current areas of interests mainly focus on the field of radar signal and image processing.

Suchith Rajagopal:

Presently working as a Scientist in LRDE, DRDO Bangalore. He received his B.E. degree in Electronics and Communication Engineering in 1995 from Calicut University and M.E. degree in Computer science & Engineering in 2010 from IIT, Madras. His current areas of interests includes radar system engineering.

Abid Hussain VA:

Presently working as a Scientist in LRDE, DRDO Bangalore. He received his B.Tech degree in Electronics Engineering from Mangalore University in 1988 and M. Tech in Electronics (Microwaves and Radar) from Cochin University of Science and Technology in 1991. His current areas of interests includes radar system Engineering.